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The ATLAS experiment, located at the LHC at CERN, requires a flexible and comprehensive Level-
1 Trigger configuration to meet its diverse scientific goals. A robust framework, presented in this
contribution, validates such a configuration throughout every year of data-taking. The Level-1
Central Trigger system is built with software-programmable custom hardware and issues the trigger
decision depending on this configuration. Testing involves simulation and a hardware replica of
the system itself. With the advanced monitoring capabilities of the system, we check that any
input signal in the CTP will produce the expected trigger items in the expected time frame, and
with the expected trigger information (in both hardware and simulation). This presentation covers
testing methods and challenges due to the ATLAS detector’s complexity and introduces a new
user interface for the testing framework.
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1. Introduction and Testing Workflow

The ATLAS L1 Central Trigger system (L1CT) [1] is the first stage of signal collision events
selection in the LHC, reducing the trigger rate from 40 MHz to 100 kHz. The system is based
on custom electronics, and its configuration needs to be tested after any change of the physics
selection requirements (.1 Trigger Menu). The test ensures that all the input signals produce
the expected trigger item, in the correct bunch-crossing with the correct trigger information, so it
validates the mapping of L1CT. The test is executed using the L1CT hardware replica as well as the
simulation software.

The L1CT devices that need to be tested or otherwise participate in the test are:

* Central Trigger Processor (CTP) comprising:

— CTPCOREH+, a processor board which issues the L1 Accept decision (L1A),
— CTPIN, a trigger input module (3 modules),
— CTPOUTH, the trigger, timing, and control signal distribution module;

* Muon-to-CTP Interface (MUCTPI), collecting the trigger data from L.1 Muon subdetectors;
* ATLAS Local Trigger Interface (ALTI), providing the CTP clock to the MUCTPI.

Every new L1 Trigger Menu must be compiled to produce binary configuration files readable
by the L1CT hardware. A few electronic components are configured by the files. Switch Matrices
(SMXs5) are placed in the CTPCORE+ and CTPIN (one SMX for each module), providing mapping
of the input trigger thresholds. Look-Up Tables (LUTs) and Content Addressable Memories (CAMs)
are also placed in the CTPCORE+ and implement the logical OR and AND operations of the trigger
thresholds and physically define the trigger items. The LUTs in MUCTPI (one file for the Barrel
and one for the End-Caps muon detectors) provide the muon multiplicities thresholds.

The L1CT system gathers trigger information from the subdetectors using three types of inputs:

* the direct electrical input for the L1 Topological processor triggers, applying topological cuts
on trigger objects;

* the CTPIN electrical input for the Forward detector trigger and luminosity, calibration,
and other measurements;

* the optical input for the L1 Muon and L1 Calorimeter trigger.

Each of them has different characteristics and therefore must be tested in a specific way. The direct
electrical (DIR) input is tested using input diagnostic memories of the CTPCORE+. The CTPIN
module provides its input to the CTPCORE+ via a Pattern-In-Time bus (PIT) of their VME crate,
playback memories of the CTPIN are utilized in this case. The direct optical (OPT) input is emulated
using the MUCTPI serving as a pattern generator. The muon trigger items for the MUCTPI trigger
configuration test (MUOQO) are emulated in the input memories of the MUCTPI, hence validating
the MUCTPI LUTs.

The workflow starts with the pattern files consisting of 32-bit words representing individual tests
of all trigger items in the menu. Each test corresponds to a software Test Object holding the trigger
item attributes like: trigger item ID, expected bunch-crossing ID, physics object multiplicity, trigger
type, and input origin, top part of Figure 1. The L1CT hardware files can be tested in two ways,
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on the L1ICT hardware replica or using a software package simulating the hardware behavior.
The pattern files can be used immediately for a test using the simulation package (middle part of
Figure 1). Depending on the test type (DIR, PIT, OPT, or MUOQ), the testing pattern is loaded into
the corresponding memory in the L1CT hardware (bottom part of Figure 1). Finally, the L1 Accept
decision word is captured from the hardware or simulation, parsed, and compared with the Test
Object. A detailed printout of all tests as well as a summary table are printed at the end of the test
execution in a new Python-based user interface.
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Figure 1: L1 Trigger Menu Testing diagram. The diagram is divided into three parts from top to bottom
into the software test framework and the hardware and simulation tests.

2. Conclusion and Outlook

Testing of the L1CT hardware configuration files is an important part of the validation of
the trigger configuration of the ATLAS detector. The presented framework automizes the whole
procedure as much as possible with the outlook of using the modern continuous integration tools.
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